ROUND MANHOLE COVER 12.100

SERIES EIXO E DOBRADICA é
C250 and D400

Product description

Round manholer cover series EIXO E DOBRADICA
Water based black painting

Installation location

Class C250 - For gully tops, installed in the area of kerbside channels of roads which when measured from the kerb edge,
extends a maximum of 0,5 m into the carriageway and a maximum of 0,2 m into the pedestrian area

Class D400 - Carriageways of roads (including pedestrian streets), hard shoulders and parking areas for all types of road
vehicles

Standards

Designed according to EN 124-1/2

Certifications

Certificate Certif “D400” DDA - 011/2021
Certificate Certif “Intense Traffic’ DDA - 005/2021

Features

Ductile cast iron cover and frame (EN-GJS-500-7) with water based black painting

Cover with non-slip raised pattern according to EN 124-1 designed to allow quick and easy installation

Hinge system with self-cleaning system, simply opening of the manhole at 120° and safety 90° blocking system. Fit and
remove is making throught moving the cover to 90° and lift clear.

Innovative system of conical closing that due to the ramped design, both frame and lock, the cover closes automatically with
its own weight or the weight of the first vehicle which passes over. Also allowing the gradual adjustment of the lock with the
conical cavity for it in the frame maintaining the absence of glitches. Locking system which allows that the manhole cover
can be opened by the inside. If necessary, the lock can be easily replaced, since it's an independent piece

Frame prepared to install the anti-theft system

The cover have a local to install an additional security lock. This lock may be conventional or inviolable and can be installed
at any moment

Elastic seating which assures the cover perfectly fits the frame and also gives stability and silent operating even in high
traffic intensity

Stability conferred by the 6 guides in the cover for centrally positioned and stability in the frame, while minimizing the
movement of the cover relative to the frame, ensures the horizontal and vertical stability of the set

Personalization of the cover with inscriptions and logo in high relief with minimal quantities.

600 - D400

100% MADE IN EUROPE
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ROUND MANHOLE COVER

SERIES EIXO E DOBRADICA é
C250 and D400

Model with 75 mm height frame
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continued on next page
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ROUND MANHOLE COVER
SERIES EIXO E DOBRADICA
C250 and D400

continued from previous page

Component list

pos. components material standard
1 Cover Ductile iron EN-GJS-500-7 EN 1563
2 Frame Ductile iron EN-GJS-500-7 EN 1563
3 Elastic seating anti-noise EVA copolymer -
4 Anti-theft system [A-R] Ductile iron EN-GJS-500-7 EN 1563
5 Conventional security lock Steel Zinc plated 8.8 -
6 Lock Ductile iron EN-GJS-500-7 EN 1563
7 Guide of the cover Ductile iron EN-GJS-500-7 EN 1563
Reference and dimensions
Subtitle:
Lock - Conical closing system
[F-S] - Conventional security lock
[F-S-I] - Inviolable security lock
[A-R] - Anti-theft system
Frame Cover Weight
clear @ ext. with
DN - Class - Model code Lock [F-S] [F-S-I] [A-R] | height opening g external stone-bolt | g external | Cover | Total
mm mm mm mm mm kg kg
A B C D E approx. | approx.
600 - D400 75 Height 24B1CIAEAFBZZ777700EE . 75 600 765 765 650 33 52
600 - D400 75 Height 24B1CI4EAFBZZZZ7Z00GE . . 75 600 765 765 650 33 52
600 - D400 75 Height 24B1CIAEAFBZZ777700HE . . 75 600 765 765 650 33 52
600 - D400 75 Height 24B1CI4EAFBZZZZZ001E . . 75 600 765 765 650 33 52
600 - D400 75 Height 24B1CI4EAFBZZ77700JE . . . 75 600 765 765 650 33 52
600 - D400 75 Height 24B1CI4EAFBZZZZZ00KE . . . 75 600 765 765 650 33 52
600 - D400 100 Height 24B1CI4EAIBZZZZZ00EE . 100 600 850 850 650 33 59
600 - D400 100 Height 24B1CI4EAIBZZ77700GE . . 100 600 850 850 650 33 59
600 - D400 100 Height 24B1CI4EAIBZZZZZ00HE . . 100 600 850 850 650 33 59
600 - D400 100 Height 24B1CI4EAIBZZZZZ00IE . . 100 600 850 850 650 33 59
600 - D400 100 Height 24B1CI4EAIBZZZZZ00JE . ° . 100 600 850 850 650 33 59
600 - D400 100 Height 24B1CI4EAIBZZ77700KE . . . 100 600 850 850 650 33 59
600 - Aguas do Porto 24B1CI4EAIEZZAPT20GE . . 100 600 850 850 650 33 59
600 - Aguas do Porto 24B1CI4EAIEZZAPT20JE . ° ° 100 600 850 850 650 33 59
600 - D400 Intense Traffic  24B1CI4IAIBZZZZZ00EE . 100 600 850 850 650 40 65
600 - D400 Intense Traffic  24B1CI4IAIBZZZZZ00IE . . 100 600 850 850 650 40 65
750 - D400 100 Height 24B1CX4EAIBZZZZZ00EE . 100 750 1006 1006 805 33 81
750 - D400 100 Height 24B1CXA4EAIBZZZZ7Z00IE . . 100 750 1006 1006 805 33 81
600 - C250 75 Height 24B1CI3EAFBZZZZZ00EE . 75 600 765 765 605 33 51
600 - C250 75 Height 24B1CI3EAFBZZ77700GE . . 75 600 765 765 605 33 51
600 - C250 75 Height 24B1CI3EAFBZZZZZ00IE . . 75 600 765 765 605 33 51
600 - C250 75 Height 24B1CI3EAFBZZ77700JE . . . 75 600 765 765 605 33 51

&

Fucoli Somepal

FUNDIGAO DE FERRO, S.A.

Head office:

Visit our website at www. fucoli-somepal.pt
Estrada de Coselhas, 3000-125 Coimbra = Portugal | Tel.: (+351) 239 490100 | Fax: (+351) 239 490198
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NOTA:
Apoio Elastico
em PVC flexivel ou EPDM (Opg¢ao).
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]
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PREPARADA PARA
GANCHO ANTI ROUBO

TAMPA 32,90 Kg (cod. 204.05.960)
ARO 17,50 Kg (cod. 204.12.067)

PESO APROX. FECHO 0,40 Kg (cod. 204.05.968)

APOIO 0 y 65 Kg (cod. MA443)

DATA RUBRICA | MATERIAL
peseveouonozs| /| FERRO FUNDIDO NODULAR (DUCTIL) @ i i |
APROVOU (08/09/2016

ESCALA DESIGNACAO DESENHO N°
- TAMPA+ARO RED. 60 D400 N 204.08.833
TOLER. F EIXO DOBRAPIDIAQQ PREPARADA REV.N° 0 ‘ FOLHA 1 DE 1
Isosﬁcz) - SUBSTITUI REV.

CT9 SUBSTITUIDO POR




Certificado n°
Certificate no.

DDA-011/2021

Nome e morada do titular do certificado:
Name and address of ceftificate holder:

Nome e morada do fabricante:
Manufacturer's name and address:

Produto:
Product:

Referéncias:
Type references:

Marca(s) comercial(is):
Trademark(s):

Caracteristicas técnicas:
Technical characteristics:

Este produto esta em conformidade com:
This product is in conformity with:

Relatdrios de ensaios n°(s) / emitidos por:

Test repori(s) no. / issued by:

Informacgao adicional (se existir):
Additional information (if any):

Este certificado é valido até:
This certificate is valid until:

e substitui o certificado n®:
and supersedes certificate no:

Data de emissao:

Fucoli — Somepal, Fundicdo de Ferro, S.A.
Coselhas

3001-906 Coimbra

Portugal

Fucoli — Somepal, Fundigao de Ferro, S.A.
Coselhas

3001-906 Coimbra

Portugal

Dispositivos de fecho de camaras de visita, para zonas de

circulagao de pedes e veiculos
Manhole tops for vehicular and pedestrian areas

Em anexo / In annex

Fucoli

Em anexo / In annex

EN 124-1:2015 e/ and EN 124-2:2015

20076000304/10.01, 20046000562/10.07, 20046000096/10.02 e/and
20166001361/10.02, 20206000527/10.01 e/and 20206000107.10-2/
CATIM

2026-03-17

DDA-011/2020

Date of issue: 2021-03-18
Francisco Barroca = -~ - a C
Diretor Geral / General Manager
s R ccreditagao
Este Certificado é constituido por um Anexo com duas (2) paginas Riin Ic;g;
This Certificate includes one Annex with two (2) pages i m..:.;

Rua José Afonso, 9 E —2810-237 Almada — Portugal — Tel.: 351. 21 258 69 40 — E-mail: mail@certif.pt

Certif — Associacio para a Certificacio




Anexo ao Certificado n°
Annex to Centificate no.

DDA-011/2021

Modelo e referéncia Classe i#;;?;cgéeo Material Cotzlcei:rg;:ns;gem
Model and reference Class Place of installation Malenal (mm)
Modelo/ Model
Aro + Tampa Redonda / Frame + Cover
Circular60 H100; com fecho (with lock)+AR
Referéncia/ reference
24B1CHEAI*(1)™(2)***(3)*(4)*(5)I*(6)
Modelo/ Model
Aro + Tampa Redonda / Frame + Cover
Circular 60 H100; com fecho (with lock)
Referéncia/ reference
24B1CI4EAI*(1)**(2)***(3)*(4)*(5)E*(6)
Modelo/ Model Vias de
Aro + Tampa Redonda / Frame + Cover circulagéo
Circular60 H100; com fecho (with lock)+ (incluindo ruas
fecho seguranca (security lock)+AR para pedes),
Referéncia/ reference bermas
24B1CI4EAI*(1)(2)***(3)*(4)*(5)J*(6) estabilizadas e \
Modelo/ Model parques de Ferrp fundldq de
Aro + Tampa Redonda / Frame + Cover estacionamento | grafite esferoidal
Circular60 H100; com fecho seguranga D 400 para todos os | (EN-GJS-500-7) 600

(with security lock)+AR
Referéncia/ reference
24B1CI4EAI*(1)**(2)***(3)*(4)*(5)G*(6)

Modelo/ Model

Aro + Tampa Redonda / Frame + Cover
Circular 60 H100; com fecho (with lock)+FSI
Referéncia/ reference
24B1CI4EAI*(1)**(2)***(3)*(4)*(8)H*(6)

Modelo/ Model

Aro + Tampa Redonda / Frame + Cover
Circular60 H100; com fecho (with
lock)+FSI+AR

Referéncia/ reference
24B1CHEAI*(1)**(2)***(3)*(4)*(5)K*(6)

Modelo/ Model

Aro + Tampa Redonda / Frame + Cover
Circular60 H75; com fecho (with lock)+AR
Referéncia/ reference
24B1CI4EAF*(1)**(2)***(3)*(4)*(5)I*(6)

tipos de veiculos
rodovidrios

Carriegeway of
roads (including
pedestrian srteets),
hard shoulders and
parking areas, for
all types of road
vehicules

Spheroidal graphite
cast iron (EN-GJS-
500-7)

Data de emissdo: 2021-03-18
Date of issue:

T

Francisco Barroca - -
Diretor Geral / General Manager

~

Certif — Associagio para a Certificacio
Rua José Afonso, 9 E — 2810-237 Almada — Portugal — Tel.: 351. 21 258 69 40 — E-mail: mail@certif.pt

acreditagao
o004

ISO/IEC 17065

Produios

Pagina/Page 1 de/of 2




ertificado

Anexo ao Certificado n°

Annex to Certificate no. DDA-011/2021

Cota de
Modelo e referéncia Classe i:\“;‘;?;:; % Material passagem
Model and reference Ciass Place of installation MaraRd CIE‘T;I‘CIT:'I e;nmg
Modelo/ Model
Aro + Tampa Redonda / Frame + Cover
Circular 60 H75; com fecho (with lock)
Referéncia/ reference
24B1CI4EAF*(1)**(2)***(3)*(4)*(5)E*(6) Vias de circulagéo
Modelo/ Model (incluindo ruas
Aro + Tampa Redonda / Frame + Cover para pedes),
Circular60 H75; com fecho (with lock)+ bermas
fecho seguranga (security lock) +AR estabilizadas e
Referéncia/ reference parques de
24B1CIEAF"(1)"(2)"(3)"(4)"(5)J*(6) estacionamento | Ferro fundido de
Modelo/ Model para todos os grafite esferoidal
Aro + Tampa Redonda / Frame + Cover tipos de veiculos | (EN-GJS-500-7)
Circular 80 H75; com fecho (with lock)+ FSI D 400 rodovidrios 600
24B1CI4EAF*(1)*(2)***(3)*(4)*(5)G*(B) Spheroidal
Modelo/ Model Carriegeway_of graphite cast iron
Aro + Tampa Redonda / Frame + Cover roads (including | (EN-GJS-500-7)
Circular 60 H75; com fecho seguranga pedestrian
(security lock) +AR srteets), hard
Referéncia/ reference shpulaers and
24B1CI4EAF*(1)**(2)***(3)*(4)*(5)H*(6) P;:k'nge:rgffc;;gf
Modelo/ Model b
Aro + Tampa Redonda / Frame + Cover
Circular 60 H75; com fecho seguranga
(security lock) + FSI + AR
Referéncia/ reference
24B1CI4EAF*(1)**(2)***(3)*(4)*(5)K*(6)

Nota Referéncia/ Note Reference:

*(1) = A — Z: Standard de Customizagao / Customization Standard

**(2) = AA — ZZ: Inscrigdo de infra-estrutura / Infrastructure marking

***(3) = AAA — ZZZ: Inscrigao/ Logotipo do Cliente / Client inscription/ Logo costumer badging
*(4) = 0 —9: Versado do Logotipo / Logo version

*(5) = 0 — 9: Inscrigdo do Ano/Més/Peso / Year/Month/Weight marking

*(6) = A — Z: Apoio Elastico / Elastic seating

Data de emissdo: 2021-03-18
Date of issue:

\ ‘z 5 —_ 5~ ' gereditagao

COX

Francisco Barroca -~ | AR
Diretor Geral / General Manager - =
. ¢ Pagina/Page 2 de/of 2

Certif — Associacio para a Certificacio
Rua José Afonso, 9 E —2810-237 Almada — Portugal — Tel.: 351. 21 258 69 40 — E-mail: mail@certif.pt
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NOTA:
Apoio Elastico
em PVC flexivel ou EPDM (Opg¢ao).

PREPARADA PARA
GANCHO ANTI-ROUBO

TAMPA 32,90 Kg (cod. 204.05.960)
ARO 24,30 Kg (cod. 204.12.061)

FECHO 0,40 Kg (cod. 204.05.968)

APOIO 0,65 Kg (cod. MA443)

PESO APROX.

DATA RUBRICA [ MATERIAL

peseavou pousants| - | FERRO FUNDIDO NODULAR (DUCTI) @ T

APROVOU |08/09/2016

ESCALA | DESIGNAGAO DESENHO N°
_ 204.08.830
TAMPA+ARO RED. 60 D400 N F EIXO
DOBRADIGCA PREPARADA P/ A-R . ‘
TOLER. REV.N° 0 FOLHA 1 DE 1
:30362 (100ALT) SUBSTITUI REV.

CT9 SUBSTITUIDO POR




